FENCE NEAR WALL

CLASSIC 8

* MIN. DEPTH IS 18" OR 1/2

HEIGTH OF FENCE, WHICH
EVER IS GREATER

FENCE POST*

CONCRETE OR GROUT

*NON WIND BEARING FENCE. IF LATERAL LOADS WILL BE APPLIED, FENCE

SHOULD BE DESIGNED BY STRUCTURAL ENGINEER.

SCALE: NONE
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PLAN VIEW

NOTE: CUT SUCCESSIVE LAYERS OF GEOGRID AROUND

PROPOSED FENCE POST OR GUARDRAIL POST INSTALLATION POINTS.
BACKFILL AND COMPACT AROUND SONOTUBE.

CHECK FENCE DESIGN FOR EMBEDMENT DEPTH OF FENCE POST

AR AT,

CUT GRID AND PLACE
SLEVE TUBE PRIOR TO
PLACING ADDITIONAL
FILL

THIS DRAWING IS FURNISHED FOR PRELIMINARY
DESIGN PURPOSES ONLY, AND SHOULD NOT BE
USED FOR FINAL DESIGN DRAWINGS OR
CONSTRUCTION DRAWINGS WITHOUT THE
CERTIFICATION OF A PROFESSIONAL ENGINEER
REGISTERED IN THE STATE IN WHICH THE WALL
WILL BE CONSTRUCTED
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